
Name 131 UV Concept

Line Personal

Description

Mounting possibilities Can be installed individually

Turning direction Not possible

Article Width (sum of all panels) Height Left/Right

131 001 000 ### up to 1200 mm 2200 mm Left/Right

131 002 000 ### 1201 mm - 1500 mm 2200 mm Left/Right

131 003 000 ### 1501 mm - 1800 mm 2200 mm Left/Right

131 004 000 ### 1801 mm - 2000 mm 2200 mm Left/Right

131 005 000 ### 2001 mm - 2500 mm 2200 mm Left/Right

Made to measure

Glass beveling Included

Glass specifications 10 mm toughend safety glass (norm NBN 23-002, klasse NBN EN 12600)

Type of glass 101 Transparent 106 Gris 120 Opal Black

130 Timeless 107 Green 125 Opal bronze

102 Opal mat 114 Crepi 126 Opal gris

104 Extra transparent 118 Black 121 Mirror

105 Bronze 119 Opal white

Glass treatments 109 Aquaclean 110 Zone intime 111 Zone à la carte

112 Print

Characteristics

Finishing ###

Stabilizing bar

Checking of measurements Included in the price

Mounting Mandatory by Aquaconcept

Mounting guidelines Available

Characteristics

Advice A profile or glass must always be placed on the tiling.

Otherwise, this can lead to issues with waterproofing.

When preparing, take into account the size and weight of the glass.

Can the glass be brought into and installed in the bathroom.

Aquaconcept Tel.: +32 (0)3 296 03 03

Schaarbeekstraat 34
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Free standing wall with 2 extensions at 90°
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Possible per mm, total length up to 2500mm. Height can be modified
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